Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product / Region . Percent Percent Percent
11/12/10 11/5/10 | Difference | 11/13/09 Change 11/14/08 Change 11/12/10 | 11/13/09 Change
Refiner Inputs and Utilization
Crude Oil Inputs ............ccooiriniiinieeeee 14,275 14,058 217 13,794 3.5 14,558 -1.9 14,094 13,948 1.0
East Coast (PADD 1) .. 845 804 41 1,225 -31.0 1,301 -35.1 809 1,281 -36.9
Midwest (PADD 2) ... 3,104 3,126 -21 2,911 6.6 3,185 -2.5 3,084 2,933 5.1
Gulf Coast (PADD 3) ... 7,386 7,264 122 6,801 8.6 6,947 6.3 7,284 6,891 5.7
Rocky Mountain (PADD 4) .... 506 530 -24 542 -6.6 512 -1.2 521 528 -1.3
West Coast (PADD 5) . 2,434 2,334 99 2,315 5.1 2,613 -6.9 2,396 2,316 3.5
Gross Inputs ............... 14,772 14,505 267 14,038 5.2 14,953 -1.2 14,599 14,213 2.7
East Coast (PADD 1) 822 798 24 1,221 -32.6 1,304 -36.9 805 1,274 -36.8
Midwest (PADD 2) ... 3,147 3,168 -21 2,925 7.6 3,226 -25 3,130 2,946 6.3
Gulf Coast (PADD 3) ... 7,626 7,446 180 6,921 10.2 7,067 7.9 7,532 7,036 71
Rocky Mountain (PADD 4) . 515 528 -12 541 -4.7 514 0.3 526 529 -0.5
West Coast (PADD 5) . 2,661 2,565 97 2,430 9.5 2,842 -6.4 2,605 2,429 7.3
Operable Capacity’ .... 17,594 17,594 0 17,672 -0.4 17,610 -0.1 17,594 17,672 -0.4
East Coast (PADD 1) 1,397 1,397 0 - - - - 1,397 - -
Midwest (PADD 2) ... 3,728 3,728 0 - - - - 3,728 - -
Gulf Coast (PADD 3) ... 8,626 8,626 0 - - - - 8,626 - -
Rocky Mountain (PADD 4) . 623 623 0 - - - - 623 - -
West Coast (PADD 5) . 3,219 3,219 0 - - - - 3,219 - -
Percent Utilization? ... 84.0 82.4 1.5 79.4 -— 84.9 -— 83.0 80.4 -—
East Coast (PADD 1) 58.9 571 1.7 - -— - -— 57.6 - -—
Midwest (PADD 2) ... 84.4 85.0 -0.6 - -— - - 84.0 - -—
Gulf Coast (PADD 3) ... 88.4 86.3 21 - -— - -— 87.3 - --
Rocky Mountain (PADD 4) . 82.7 84.7 -2.0 - -— - —-— 84.5 - -—
West Coast (PADD 5) 82.7 79.7 3.0 - —— - —— 80.9 - ——
Refiner and Blender Net Production
Finished Motor Gasoline3 ..................c..cccooco...... 8,932 9,011 -79 9,056 -1.4 8,816 1.3 9,035 8,962 0.8
Finished Motor Gasoline (less Adjustment)* 8,991 9,021 -30 9,056 -0.7 8,816 2.0 9,011 8,962 0.6
East Coast (PADD 1) .... . 2,877 2,846 31 2,298 25.2 2,115 36.0 2,881 2,369 21.6
Midwest (PADD 2) ..... 2,080 2,166 -87 2,295 -9.4 2,058 1.0 2,140 2,256 -5.1
Gulf Coast (PADD 3) .. 2,217 2,178 39 2,663 -16.7 2,821 -21.4 2,163 2,553 -15.3
Rocky Mountain (PADD 4) 298 314 -17 305 -25 326 -8.7 309 298 3.7
West Coast (PADD 5) ... 1,520 1,517 3 1,495 1.7 1,496 1.6 1,518 1,487 2.1
Reformulated? ... 3,090 3,127 -37 3,093 -0.1 3,097 -0.2 3,105 3,079 0.9
Conventional* . 5,901 5,895 7 5,963 -1.0 5,719 3.2 5,906 5,883 0.4
Adjustment5 ... -59 -10 -49 - - - - 23 - -
Kerosene-Type Jet 1,374 1,339 36 1,258 9.2 1,385 -0.8 1,342 1,314 2.1
East Coast (PADD 1) .. 73 60 13 45 62.5 67 9.2 70 69 1.8
Midwest (PADD 2) .. 216 231 -16 182 18.6 191 13.0 223 173 29.0
Gulf Coast (PADD 3) 648 639 9 593 9.3 637 1.7 628 666 -5.6
Rocky Mountain (PADD 22 21 1 30 -27.6 27 -19.6 24 28 -12.6
West Coast (PADD 5) .... 416 387 29 408 1.9 463 -10.2 396 379 4.5
Distillate Fuel Oil ........... 4,311 4,241 70 4,031 6.9 4,410 -2.2 4,294 3,957 8.5
East Coast (PADD 1) .. 296 265 32 401 -26.2 423 -30.0 288 389 -25.9
Midwest (PADD 2) .. 926 934 -8 915 1.2 1,014 -8.7 930 874 6.5
Gulf Coast (PADD 3) ... 2,417 2,319 98 2,041 18.4 2,201 9.8 2,371 2,039 16.3
Rocky Mountain (PADD 4) 176 182 -6 171 2.7 172 2.1 169 178 -5.0
West Coast (PADD 5) .... 496 542 -45 503 -1.3 600 -17.3 535 478 11.8
15 ppm sulfur and Under . 3,624 3,687 -63 3,124 16.0 3,208 13.0 3,675 3,040 20.9
> 15 ppm to 500 ppm sulfur 253 256 -2 531 -52.3 637 -60.2 212 481 -56.0
> 500 ppm sulfur .... 434 299 135 376 15.4 565 -23.2 407 436 -6.6
Residual Fuel Oil . 417 464 -47 597 -30.1 582 -28.3 439 618 -29.0
East Coast (PA ) . 42 45 -3 107 -60.9 128 -67.3 44 106 -58.4
Midwest (PADD 2) .. 40 45 -5 39 2.0 54 -26.3 43 49 -12.8
Gulf Coast (PADD 3) ... 228 253 -25 327 -30.3 266 -14.3 228 334 -31.9
Rocky Mountain (PADD 4) 11 11 0 8 34.5 10 7.6 10 9 9.1
West Coast (PADD 5) .... 97 110 -13 116 -16.5 124 -21.9 114 120 -4.7
Propane/Propylene® ..... 1,006 1,004 2 1,020 -13 1,037 -3.0 1,016 1,072 -5.2
East Coast (PADD 1) .. 42 46 -4 54 -22.5 86 -51.3 43 56 -23.9
Midwest (PADD 2) .. 242 237 4 236 2.4 224 7.9 247 249 -0.7
Gulf Coast (PADD 3) 671 666 6 677 -0.9 544 23.4 671 683 -1.8
PADDs 4 and 5 52 55 -4 53 -2.6 183 -71.8 55 84 -34.5
Ethanol Plant Production

Fuel Ethanol 895 877 18 - - - - 879 - -
East Coast (PADD 1) .. w W W w W w W w w W
Midwest (PADD 2) .. 849 832 17 - - - - 828 - -
Gulf Coast (PADD 3) ... w w w w W w W W w W
Rocky Mountain (PADD 4) w w w w w w w w w w
West Coast (PADD 5) w w W w W w W W w W

= Not Applicable.
~ = Data Not Available.
W = Data Withheld.

Based on the latest reported monthly operable capacity.
2 Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.

3 Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol
and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

5 Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
6 Includes propane/propylene production from natural gas plants.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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